
WARNING! 

The installation of this replacement must only be undertaken by a 
qualified and certified gas appliance installer. 

On Off solenoid replacement 

Installation  instructions 

ON OFF SOLENOID INSTRUCTIONS REPLACEMENT 

Verify that the following items are present in the package. 

• Two (2) On-Off solenoids (A), with different colors: green (EV1)
and red (EV2). 

• Four (4) screws (B)

• Two (2) gaskets (C

• Two (2) identification label (D)

• Installation instructions (this document).

1 Shut off the gas supply to the valve and shut down 
the electric supply. Remove the electrical 
connection at the solenoid assembly,  

2 Use clean gloves to perform all replacement 
operations. 

See Fig. 1.  Using a Torx T20, or slotted screwdriver, 
remove and discard the two (2) solenoid mounting 
screws (A), remove the old solenoid assembly (B) and 
the gasket below it (C). 

3 Place carefully the new rubber gasket (C) on its seat 

(Fig.2) 

4 Verify that the plastic color of the new solenoid 
corresponds to the plastic color of the solenoid 
assembly to replace.  

fig 1 

 A      B    C 

fig 2 

7
2
5
2
6
**

*_
IB

K
 r

e
v
.0

0
 

A 

B 

C 

D 

17602355

f i r e - p a r t s . c o m



5 Remove the protective plastic cap (fig 3) from the 

new solenoid assembly. Visually check that all its 
parts are intact and clean. Take care to avoid 

touching the protected parts with fingers or any 
tool, and place solenoid on its seat (fig 4). Place 

the two new screws on the proper solenoid 
assembly holes (fig 5). 

6 Manually tight the two screws using a 

dynamometric screwdriver set at torque of 25lb-in 

± 5% with a T20 Torx bit. 

IN THE EVENT THAT THE THREADS OF THE 

VALVE ARE STRIPPED OR DAMAGED, REPLACE 

THE WHOLE GAS VALVE. 

7 Connect the power supply connector to the new 

solenoid assembly 

    fig 3      fig 4       fig 5 

8 Set the electronic board to operate in “continuous pilot” mode. 

9 Open the gas supply and check with an electronic sniffer suitable to detect the supplied gas if there are gas leakages 
around the replaced solenoid assembly. 

10 Switch on the electronic board and the thermostat to light on the pilot flame and the main burner flame. 

11 Wait until the pilot flame and the main burner flame come up. 

12 Check again with the electronic sniffer if there are gas leakages all around the gas valve. 

13 Switch off the thermostat to light off the main burner flame. 

14 Check that the main burner flame shuts effectively off and check with the electronic sniffer if there is gas presence next 
to the main burner, around the gas valve and next to the replaced solenoid assembly. 

15 Switch off the electronic board to shut down the pilot flame. 

16 Check that the pilot flame shuts effectively off and check with the electronic sniffer if there is gas presence next to the 
pilot burner assembly, around the gas valve and next to the replaced solenoid assembly. 

17 If all checks pass, attach the enclosed identification label (G) on the top of the solenoid assembly 

18 If requested, set the electronic board to operate in “intermittent pilot” mode 

WARNING! 

Installation should be carried out in a clean environment. Use clean gloves during replace operations. 

WARNING! 

Remove the solenoid protective plastic cap only just before placing the solenoid assembly on its 

valve seat; don’t touch the protected parts with fingers or any other tool; don’t use the old 

gasket and screws; take to not damage the gasket during assembly. 

WARNING! 

Don’t use the solenoid assembly if it has been dropped or has sustained a strong impact. 

INSTALLER NOTICE. These instructions must be left with appliance 

WARNING! 

If during the leakage checks any leakage is detected, replace the whole gas valve
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